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S-TEC Corporation
One S-TEC Way
Mineral Wells Municipal Airport
Mineral Wells, TX 76067-9236

S 'aw%4 Me

1A15

Piper

PA-24 (PA-24- ! 80), PA-24-250, PA-24-260, and
PA-24-400

Installation of S-TEC System 55/55X Two Axis Automatic Flight Guidance System, Model ST-595,
according to Bulletin No. 695, Revision 4, dated 5-30-01, and Master Drawing List No. 92796, Revision D,
dated 5-30-01 or later FAA Approved revisions of the above data (14 Volt System).

ea/eetti aaa to o.

(See Continuation Sheet, Page 2, a part of this STC.)

If the holder agrees to permit another person to use this certificate to alter the product, the holder shall give
the other person written evidence of that permission.

ant/ //is Mt/i/ifit/f~tij> fde a/t/itttew iftfttnh at <'

7-14-95

7-24-95 5-30-01

(Signature)

Michael Keiman
DAS Staff Coordinator. DAS 5 SW

(Title)

alteration of this cerci/icate is by J fine of not eifceffding £1,000, or imprisonment not exceeding .3 years, or both,
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Limitations and Conditions (con't.)

1. Also eligible on Piper Models PA-24, (PA-24-180), PA-24-250, and PA-24-260 When Modified In
Accordance With STC SA4-1351 or STC SA4-1235 As Applicable (Wing Tip Tanks).

2. FAA/DAS Approved Pilot's Operating Handbook and/or Airplane Flight Manual Supplement, P/N
891182. dated 7-24-95 is required for Piper Models PA-24, (PA-24-180), PA-24-250, and
PA-24-260 And The Above Models When Modified In Accordance With STC SA4-1351 or STC
SA4-1235 As Applicable (Wing Tip Tanks) or later FAA Approved revisions of the above
supplement.

3. FAA/DAS Approved Pilot's Operating Handbook and/or Airplane Flight Manual Supplement, P/N
891183. dated 7-24-95 is required for Piper Model PA-24^100 or later FAA Approved revisions of
the above supplement.

4. FAA/DAS Approved Pilot's Operating Handbook and/or Airplane Flight Manual Supplement, P/N
891182. Revision 1, dated 5-30-01 is required for Piper models PA-24, (PA-24-180), PA-24-250,
and PA-24-260 and the above models when modified in accordance with STC SA4-1351 or STC
SA4-1235 as applicable (wing tip tanks) for S-TEC System 55/55X or later FAA Approved
revisions of the above supplement.

5. FAA/DAS Approved Pilot's Operating Handbook and/or Airplane Flight Manual Supplement, P/N
891183. Revision 1, dated 5-30-01 is required for Piper model PA-24-400 for S-TEC System
55/55X or later FAA Approved revisions of the above supplement.

6. Compatibility of this modification with other previously approved modifications must be
determined by the installer.

Any aJcerarion of cilia certificate is punisVia&J* by a Cine of not exceeding 53,000, or iarpriyQfunfnc: not exceeding 3 years, or botJi.
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